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OMSCHRUVING

Compact

extraction units direct drive.

Fan:

» Galvanised sheet steel structure with thermal insulation and
soundproofing.

o Impeller with forward-facing blades made from galvanised sheet steel.

s Stuffing-box for cable input.

Motor:

s (lass F closed motors with incorporated thermal protector, ball
bearings and IP-54 protection.

» Single-phase 220-240V.-50Hz. and three-phase
220-240/380-415V.-50Hz.

+ Max. air temperature to transport: -209C.+60°C.

Finish:
» Anticorrosive galvanised sheet steel.

On request:
« With circular inlet.
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CLABC ¢ Boxventilatoren

AFMETINGEN

Dimensiones mm

Dimensions in mm

Abmessungen in mm
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Dimensions mm

GELUID

Caracteristicas acusticas

==

Acoustic features

A B

H CLABC-7/7 480 440 340

210 225 15 540 510 270 85

CLABC-9/9 630 575 405

265 291 15 690 660 375 100

CLABC-10/10 696 645 460

290 320 15 755 725 445 100

CLABC-12/12 825 760

540

350 381 15 885 855 510 125

CLABC-15/15 910 900 640

409 467 15 970 970 650 125

Akustische Eigenschaften

Caractéristiques acoustiques

Lusvdurslmimdos determinan mediante specified values are determined ing Dlea\.fgdurmnwalemrdmrrltl-ﬂfe Les valeurs indiquées sont déterminées au
medidas de potencia sonora en dB(A) obteni- to free field sound levels in der Lautstarke auf frelem mesures du niveau de
dasena'rpol‘bteauradﬂz‘naeqmleme B;S)atmequ‘vda‘rtcis!a‘mufmoe Felderm undlndB(A)auﬂn.lcld_ Die sorn'eendB(A obtenues en extérieur 3 une
a dos veces la 's span plus the impeller's diameter, with a verwendete i a] emﬂaﬁuxfmi de
mas el diametro de |3 mrbma, con m minimo minimum of 1.5 m. des Ventilatorumfangs zuziiglich dem erlvelgue 'a}mle
de 1,5m. ) ) Laufraddurchmesser (Mindestabstand 1,5 m). le diametre de la mrbme, au mulmum /5 M.
Espectro de potend Lw(A) en dB(A) ﬁS::llndw ba'll_dMAl!IL FCEQR= Schallspekirum Lw(A) in dB{A) Lw(A) dB(A)

a sonora en in in ssance somre en
por banda de frecuencia en Hz Frequenzband in Hz . parpla_prg‘
Modelo 63 125 250 500 1000 2000 4000 8000 Modelo 83 125 250 500 1000 2000 4000 8000
CLABC-7/7-AM 1/5 43 54 58 62 64 63 62 53 CLABC-10/10-6M 1/3 46 57 61 65 67 66 65 56
CLABC-7/7-6M 1/10 38 49 53 57 59 58 57 48 CLABC-12/12-6M 1 55 66 70 74 76 75 74 65
CLABC-9/9-4M 374 55 66 70 74 76 75 74 65 CLABC-12/12-6T 11/2 59 70 74 78 80 79 78 69
CLABC-9/9-6M 1/3 46 57 61 65 6/ 66 65 56 CLABC-15/15-6T 3 61 72 77 81 83 81 80 71
CLABC-10/10-4M 3/4 55 66 70 74 76 75 74 65
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Caracteristicas técnicas Technical characteristics Technische Daten Caractéristiques techniques
Modelo Velocidad Intensidad maxima admisible Potencia instalada Caudal maximo Nivel sonoro Peso aprox. According
Model Speed Maximum admissible current Installed Power Maximum Airflow %ﬂd pressure Approx. weight i
Modell Drehzahl Maximal zulassige Stromstarke Nenn-leistung Maximaler Ung. Gewicht

Modéle Vitesse Intensité maximale admissible Puissance installge  olumenstrom sEizlEre Poids approx.

Débit maximum Niveau sonore
(r/rin) (A) 230V 400V (kw) (méfh) dB(A) (kg)

CLABC-7/7-4M 1/5 1320 1,15 0,15 1355 58 15,7 2018
CLABC-7/7-6M 1/10 820 0,85 0,08 1105 53 15,7 2018
CLABC-9/9-4M 3/4 1310 3,65 0,55 3240 70 23,3 2018
CLABC-9/9-6M 1/3 940 1,60 0,25 2430 61 22,3 2018
CLABC-10/10-4M 3/4 1310 3,65 0,55 3555 70 27,3 2018
CLABC-10/10-6M 1/3 940 1,60 0,25 2880 61 26,2 2018
CLABC-12/12-6M 1 850 5,37 0,75 5495 70 38,3 2018
CLABC-12/12-6T 1 1/2 850 6,60 3,80 1,10 7020 74 38,7 2018
CLABC-15/15-6T 3 890 10,90 6,30 2,20 10250 74 58,0 2018
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CLABC ¢ Boxventilatoren

Curvas caracteristicas Characteristic curves Kennlinien Courbes caractéristiques
Q= Caudal en m*/h, m*/s y cfm. Q = Airflow in m*/h, m’fs and cfm. Q= Volumenstrom in m?/h, m*/s und cfm. Q= Débit en m*/h, m?fs et cfm.
Pe= Presidn estitica en mmH20, Pa e inwg. Pe= Static pressure in mmH20, Pa and in wg. Pe = Statischer Druck in mmH20, Pa und inWs Pe = Pression statique en mmH20, Pa et inwg.
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