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DLTM-EC en DLMT-B-EC ¢ Centrifugaalventilatoren (EC-techniek)
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OMSCHRUVING

Double-inlet centrifugal fans with direct-drive
motor and forward-curved impeller, fitted with E.C.
Technology motor and integrated electronic unit.

Fan:

+ Galvanised sheet steel casing.

+ Forward-curved impeller made of galvanised sheetsteel.

+ Adjustable speed by 0-10 V signal or built-in automatic control.
+ DLTM/B-EC: with impulsion flange.

Motor:

+ New high-efficiency (IE4) synchronous E.C. motors. Fitted with
high-intensity neodymium magnets.

+ Compact, built-in motor and electronic unit that facilitates the air

flow.

High-reliability motor that requires no maintenance.

Fitted with long-life ball bearings.

IP54 protection.

Highly configurable electronic system with 2 analogue inputs,

2 digital inputs, 1 relay output and a choice of 1 analogue or

1 digital output.

+ Possibility of connection to MODBUS and CAN Open field buses.

+ Available with single-phase 220-240 V 50/60 Hz (VVM) or three-
phase 380-415 V 50/60 Hz (VVT)inputs.

+ Fan operating temperature: -25 "C +60 °C.

Finish:
+ Anticorrosive galvanised sheet steel.
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AFMETINGEN

Dimensiones mm Dimensions in mm

Abmessungen in mm

Dimensions mm
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DLTM-EC-7/7 315 333 189 152 30 225 258 290 175 70 300
DLTM-EC-9/9 380 400 218 183 30 275 328 360 214 57 357
DLTM-EC-10/10 422 450 246 202 30 Bl 352 386 254 45 371
DLTM-EC-12/12 493 526 290 230 25 390 415 447 324 70 457
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DLTM/B-EC-7/7 315 322 230 152 86,5 295 273 120,5 131,5 10
DLTM/B-EC-9/9 380 393 300 183 89 365 328 148 166,5 10
—_— © DLTM/B-EC-10/10 422 442 326 202 102 391 357 162,5 179,5 10
DLTM/B-EC-12/12 493 527 387 230 121 452 410 189 210 10
1
Caracteristicas acusticas Acoustic features Akustische Eigenschaften Caractéristiques acoustigues
Los valores indicados se determinan iante The specified values are determined according Die urfgefmrtenwene wurden mit Hilfe von Les valeurs"lilqu’ées déterminées au
medidas de potencia sonora en dB(A) to free field measurements of sound levels in Mcssu-gen r Lautstarke auf freiem Feld moyen de mesures du niveau de
‘obtenidas en campo libre a una distancia dB(A) at an equivalent distance of twice the ermitts tmdmdB(A)amgedmdn:.Dle sonore en dBf4) obtenues en extérieur a une
equivalente a dos veces la del fan’s span plus the impeller’s , witha mupndﬂdemlwrfad"en distance lente a deux fois la somme de
wventilador mas el diametro de la turbina, con

minimum of 1.5 m.
un minimo de 1,5m.

Sound power Lw({A) trum in dB(A) via
reqlﬂ'cybxﬂwlgn)l—;_pec il

desvamlamn.mf
x‘%ﬂmnd 1,5m).

’envergure duventilateur alaquelle s’ a e
diamétre de la turbine, aurrllﬂimm 1,

pE:]':elftanda depgtﬁtzla som(;:.\ Lwi(a) en dB(4) fi m“smﬂlﬂ Lw(A) in d&(A) pro Frequenzband Specm ﬁmm Lw(a) en dB(a)
Modelo 63 125 250 500 1000 2000 4000 _ 8000 Modelo 63 125 250 500 1000 2000 4000 8000
DLTM-EC-7/7-4-175 79 [ 55 63 €5 54 63 55 DLTM-EC-10710-4-1 20 55 66 74 76 75 74 66
DLTM-EC-7/7-6-1/10___ 23 38 9 57 59 58 57 49 DLTW-EC-10710-6-173 32 a7 58 56 €8 57 ) 58
DLTM-EC-979-4-172 36 51 57 70 77 71 70 62 DLTM-EC-12712-6-1 Gl 56 57 75 77 76 75 57
DLTM-EC-9/9-4-1 30 55 66 74 76 75 74 66 DLTM-EC-12/12-6 1 a5 %0 7 79 B 30 79 71
DLTM-EC-9/9-6-1/3 37 a7 58 66 68 67 66 58 o
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DLTM-EC en DLMT-B-EC ¢ Centrifugaalventilatoren (EC-techniek)

TECHNISCHE GEGEVENS

Caracteristicas técnicas

Technical characteristics

Technische Daten

Caractéristiques techniques

Modelo Velocidad Intensidad maxima admisible Potendia electrica Caudal maximo Nivel sonoro Peso aprox. Aﬁﬂgwﬂing
Model speed 9 admissible current maxima Maximum Airflow Sound pressure ApproX.
Modell Dretaahl mm o blf o Electrical ] level v:gyl :
& . . P rom .Mﬂd‘ﬂ
Modéle Vs MEEE RN SR P Maximal Elektrische Débit maximum Miveau sonore Poids approx.
— s
e
(r/min) (&) 230V 400V w) (m*/h) dB{A) (kg)
DLTM-EC-7/7-41/5 300 / 1410 2,13 0,62 260 325 / 1520 25 /59 7,0 2020
DLTM-EC-7/7-6 1/10 300 / 960 1,17 0,34 140 385 / 1230 28 /53 7,0 Excluded
DLTM-EC-9/9-4 1/2 300 / 1410 3,96 0,93 450 595 / 2800 32/ 66 13,2 2020
DLTM-EC-9/9-4 1 300 / 1410 7,94 1,87 905 765 / 3600 36 /70 14,0 2020
DLTM-EC-9/9-6 1/3 300 / 960 2,93 0,68 330 845 / 2700 37 /62 12,7 2020
DLTM-EC-10/10-41 300 / 1410 7,94 1,87 905 840 / 3950 36 /70 16,5 2020
DLTM-EC-10/10-6 1/3 300 / 960 2,93 0,68 330 1000 / 3200 37 /62 15,2 2020
DLTM-EC-12/12-61 300 / 960 8,32 1,96 955 1875 / 6000 46 /71 24,0 2020
DLTM-EC-12/12-6 1 1/2 300 / 960 11,51 2,71 1325 2440 / 7800 50 /75 24,5 2020
EC-7/7-41/5 EC-7/7-61/10
Eff P st Ef P = 2 SR
N | (W |Pe) (%) (Pa)
240 120
180 %
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100 400 700 1000 1300  Q(m*/h) 250 450 650 850 1050 Q(m?/h)
[mc | ec | sk | cc [n0o*] N | 0wl [im’m)| tPal [epmi|  vsD [ 6w [(m*/m) [ Pal [iomi | vsD

A S 100 | 115
*ne (%) = Eff. (%) x Cc

484% | 603 | 0,128 | 926

EC-9/9-41/2
Emn P
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208,7 | 1410
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2750 Q(mi/h)

MC | Ec | sR [ cc [n(®] N [ xwi [(m'm] Pa) [ trpmi | VsD
A | s | 100 | 111 [448%]| 532 | 0465 | 2000 | 337,4 | 1410 | INCLUDED

"ne (%) = EA. (%) x Ce

[mMc ] ec | s
A

[ cc [noor] n
L s | - | - 1 - | - |ooso| 897 | 1159 960 |

INCLUDED _ |

EC-9/9-41

Eff. P
(%) (Pa)

400

300

500 1200 1900 2600 3300 Q(m'/h)

[McTecT se[ ccfn@] N [ oW [[mym[ (Pal [(romi [  vsD
A s [ 100 ] 1,11 [536%] 61,9 [ 0488 | 2265 | 374,7 | 1410 | INCLUDED |
*ne (%) = Eff. (%) x Cc
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EC-9/9-6 1/3 EC-10/10-41
Eff. Ped P
(%) ( (Pa)
40% 160
30% 120
20% 80
10% 40
0% )
750 1150 1550 1950 2350  Q(m*/h) 1000 1600 2200 2800 3400 Q(m'/h)
MC | EC [ SR | cc [n(®] N | (kW) [(m) Pa) | [p VsD [mc [ ec [ sk [ cc [n®] N [tkwl [(msm)] (Pal [(oml | vsD
A | s | 100 | 1,13 [371%| 47,5 | 0,223 | 1846 | 1425 | 960 & s 1,00 | 1,10 | 52,1% | 59,4 | 0,723 | 3138 [ 394,1 | 1410 | INCLUDED
*ne (%) = Eff. (%) x Cc *ne (%) = Eff. (%) x Cc
EC-10/10-6 1/3 EC-12/12-61
Eff. ¥ P T Eff, Ped P i R i AR i
(%) v (Pa) %)  (kw) (Pa)
a0% a0% 1 320
30% 30% 240
20% 0 160

1500

2000 2100 3200 4300 5400  Q(m'/h)
[[mc T ec [ sk T c [n¥T N T oW [(mim] tPa] [lrom ]  vsO [mc T e [ sk [ c [n@®[ N [ (Wl [im’m)[ tPa] [tomI [ vsD |
LA | s 100 113 [476%]| 574 | 0,282 | 2251 | 190,6 | 960 | INCLUDED LA | s | 100 1,09 |443%]| 51,2 | 0,822 | 4377 | 274,1 | 960 | INCLUDED
*ne (%) = Eff. (%) x Cc o )
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(%)

a0%

30%

20%
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320

EC-12/12-611/2

3000

4250 5500

6750 a(m/h)

Mc [ Ec [ sR | ¢ [n@0[ N T 1wl [(mm)] (Pal [ lrpml |

Vso

A | s [100] 109 [511%] 57,7 [ 0,906 | 5035 | 303,7 | 960 | iNclupED |

*ne (%) = Eff. (%) x Cc
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