CLSA e Centrifugaalventilatoren

CLSA

OMSCHRUVING

Centrifugal single-inlet, low-pressure fans with
circular inlet/outlet.

Fan:

+ Galvanised sheet steel casing.

+ Impeller with forward-facing blades.

+ Qutside connecting box.

+ Fitted with one-way valve in theoutlet.

Motor:

+ Class F motors with ball bearing.

+ Single-phase 230V.50 Hz.

+ Maximum air temperature to transport: -20°C, a +60°C,

Finish:
+ Anticorrosive in galvanised sheet steel.
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CLSA e Centrifugaalventilatoren

AFMETINGEN

Dimensiones mm Dimensions in mm Abmessungen in mm Dimensions mm
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//_ ﬂ : CLSA-100 216 180 130 205 175 142 104 95
o o CLSA-150 208 250 160 278 215 179 142 145
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TECHNISCHE GEGEVENS
Caracteristicas técnicas Technical characteristics Technische Daten Caractéristiques technigues
Modelo Velocidad Intensidad maxima admisible Potencia absorbida Caudal maximo Nivel presién sonora Peso aprox.
Model Speed Maximum admissible current electrica Maximum Airflow Sound pressure level  Approx. weight
Modell Drehzahl Maximal zulsissige Stromstarke ~ ADSOTDEd Fower Maximaler Schalldruckpegel Ung. Gewicht
Modéle Vitesse Intensité i i :’u’nte ;':m"_::m Débit maximum :\éﬁagl.l]ﬂéexm Poids approx.
absorbée
max (r/min) (A) 230v (w) (mé/h) dB(A) (ka)
CLSA-100 1200 0,10 21 150 43 2,5
CLSA-150 1200 0,24 52 450 49 6,0
CLSA-200-L 830 0,37 80 600 48 9,0
CLSA-200-M 1150 0,62 135 800 53 9,0
CLSA-200-H 1100 1,30 285 1200 55 14,5

Exento ErP // free ErP /f ohne ErP // non soumis a ErP
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CLSA e Centrifugaalventilatoren

KARAKTERISTIEK

Curvas caracteristicas Characteristic curves Kennlinien

Courbes caractéristiques

Q= Caudal en m?/h, m¥/s y cfm.
Pe= Presion estatica en mmH20, Pa e inwg.

Q = Airflow in m¥/h, m3/s and cfm.
Pe= Static pressure in mmH20, Pa and in wg.

Q= Volumenstrom in m¢/h, m?/s und cfm.
Pe = Statischer Druck in mmH20, Pa und inWs

Q= Débit en m3/h, m¥/s et cfm.
Pe = Pression statiqgue en mmH20, Fa et inwg.
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